
High discharge rate 3600mAh Max 35A 18650 rechargeable battery 3.7V
Lithium ion Battery

Basic Information

China

enook

UN38,3/CNAS/KC

18650

2000

T/T, Western Union

Product Specification

55g

3600mAh

18.2*65.01mm

Flat Top

1years

3.7v~ 4.2v

Enook

0°C~50°C

-20°C~75°C

More Images

for m
ore products please visit us on enookbattery.com

Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order
Quantity:

Payment Terms:

Weight:

Capacity:

Size:

Type:

Warranty:

Voltage:

Brand Name:

Charging Termperature:

Discharging
Temperature:

Changsha Enook Technology Co., Ltd
enookbattery.com
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Product Description

Product Description:

1. Model 18650
2. Nominal
capacity 3600mAh

3. Nominal
voltage 3.7V

4. Type Li-Mn
5. Style Flat top
6.
Rechargeable Yes

7. Discharging
current 35A

8. Full charge
voltage 4.2V

9. Charging
termperature 0°C~50°C

10.
Discharging
temperature

-20°C~75°C

11. Weight 50g
 

-Do not over-discharge/overcharge
-Recharge empty batteries ( resting voltage~3.6V ) as soon as possible. Leaving Li-Ion batteries
in discharged state will incur irreversible damage ( capacity / cycle loss )- Do not short circuit ( will release
tremendous current )- Keep it away from fire.

Technical Parameters:

Property Details
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Max
Discharge
Current

10A

Capacity 2600mAh

Operating
Temperature -20�~60�

Type 18650 Battery

Size 18.1mm X 65.2mm

Max Charge
Current 2A

Material Li-ion

Certification CE.Rosh

Protection Overcharge, Overdischarge, Short Circuit

Weight 48g

Factory Price Yes

Rechargeable Yes

Capacity 2600mAh

Long Lasting Yes

Property Details

 

Support and Services:
18650 Battery Technical Support and Service
We offer comprehensive technical support and service for our 18650 Batteries. Our team of knowledgeable professionals are available to
answer your questions and provide you with the technical information you need. From installation and troubleshooting to product
performance and maintenance, we are here to help.
 





Packing and Shipping:
Packaging and Shipping
18650 batteries must be packaged with extreme care. Each battery must be individually wrapped in an insulated material designed to
prevent shorts. The entire package must be placed in a static-resistant bag or box before being shipped. Batteries must never be shipped
in bulk or loose without proper packaging.
Batteries should always be shipped via a tracked courier such as FedEx or UPS. The courier should be notified of the battery shipment
and the package must be labeled as containing hazardous materials. The package should also be marked with the proper shipping class,
such as Class 8, for lithium batteries.
 



FAQ:



 +8617752866093  wendy@enooktech.com  enookbattery.com

ROOM 1717,JIEZUO BUILDING, NO. 828, SECTION 1, FURONG SOUTH ROAD, TIANXIN DISTRICT,
CHANGSHA, HUNAN

Changsha Enook Technology Co., Ltd
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